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INCORRECT CORRECT

BARRIER SHOULD BE INSTALLED AT THE DRIP LINE OF TREE BRANCHES

NOTES:

1. In spite of precautions, some damage to trees may occur.

In such cases repair any damage to crown, truck or root system

immediately.

A. Repair roots by cutting off the damaged areas and paint them
with tree paint. Spread peat moss or moist topsoil over exposed roofs.

B. Repair damage to bark by frimming around the damaged area as shown in
detail 923.01. Taper the cut to provide drainage and paint with tree paint.

C. Cut off all damaged tree limbs above the tree collar at the trunk or main
branch. Use three separate cuts as shown in detail 923.01 to avoid
peeling bark from healthy areas of ftree.
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NOTES:
1. Install tree protection fence and signage prior to calling for the initial on site
inspection by the city inspector.

2. Warning signs to be made of durable, weatherproof material.
3. Letters are to be 3” high minimum, clearly legible and spaced as detailed.
4. Signs are to be placed no greater than 200’ on center.
5. Place a sign at each end of linear tree protection areas and 200’ on center
thereafter
6. For tree protection areas less than 200’ in perimeter, provide no less than
one sign per protected area.
7. Attach signs securely to fence posts and fabric.
8. Maintain tree protection fence throughout duration of project.
9. Additional signs may be required by City of Fairfax inspections based
on actual field conditions.
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